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HISTORY
Kaltband AG was founded by Friedrich Lüthi Senior 
in 1966. He successfully ruled the company with 
much commitment and enthusiasm. His visions and 
worth still apply today. In 1979, the second genera-
tion took over the company.

TODAY
As a manufacturer of demanding cold rolled pro-
ducts, Kaltband AG has found itself on the inter-
national market. Offering the best possible prices, 
quality and service are our top priorities in order to 
obtain the best customer satisfaction.
Lasting environmental protection and safety in the 
workplace are both major concerns and an element 
of yielding performance.
We can count on our skilled manpower, those who 
manufacture high-quality products for our customers.

KALTBAND AG

FUTURE
Continuous care of our relationship and above 
average customer satisfaction should remain our 
primary objective. Our suppliers are our partners. 
We treat them fairly and pursue a long-term col-
laboration. We count on inventive customers and 
suppliers as well. Future investments will be objec-
tive oriented as well as environmentally friendly and 
will also contribute to quality improvement.

We have much work ahead of us.
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COLD ROLLED STRIP STEEL
AVAILABLE QUALITIES
cold rolled
DC 01 to DC 04 [ST 2 to ST 4]
versions: A, LC (LG) to C690 [K70]

carburising steel
Ck 10, Ck 15, 15 Cr 1, 15 Cr 3,
16 Mn Cr 5 and similar

hardenable spring steels and special alloys:
Ck 20 to Ck 101, 51/58 Cr V 4
42 Cr Mo 4, 50 Cr Mo 4, 125 Cr 1, 125 Cr1 pin point
C80 W1/W2 and similar, 67 Si Cr 5, 75 Ni8

ball-bearing-steel:
100 Cr 6

OVERALL SIZE RANGE  
OF STEEL STRIPS
thickness: 0,2 � 7,0 mm
coil weight: ~10 kg / mm band width
width range: 6,0 � 600 mm
cut lengths: 1,5 � 4,0 meters

APPLICATIONS
surgical blades, ribbon band saws, chain saws,
jig saws, bi-metal saws, textile needles,
clutch springs, �ne blanking applications, furniture 
hinges, industrial chains, automotive timing chains, 
etc. 

OVERALL SIZE RANGE IN MM

PRODUCT RANGE

THICKNESS TOLERANCES IN MM

THE FOLLOWING EDGE CONDITIONS 
ARE AVAILABLE

slit rectangular

chamfered

tickness tickness

2 + 3 against surcharge

max. width min. widthtickness tickness

2 + 3 against surcharge

max. width min. width

full round














